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(4) Transmit a broadcast message to 
‘‘All stations’’ giving the ship’s name, 
call sign or registration number, and 
MMSI, and cancel the false distress 
alert. 

(b) MF Digital Selective Calling. 
(1) Reset the equipment immediately; 
(2) Transmit a DSC distress alert 

cancellation (i.e., own ship’s acknowl-
edgment), if that feature is available; 

(3) Tune for radiotelephony trans-
mission on 2182 kHz; and 

(4) Transmit a broadcast message to 
‘‘All stations’’ giving the ship’s name, 
call sign or registration number, and 
MMSI, and cancel the false distress 
alert. 

(c) HF Digital Selective Calling; 
(1) Reset the equipment immediately; 
(2) Transmit a DSC distress alert 

cancellation (i.e., own ship’s acknowl-
edgment), if that feature is available, 
on each frequency on which the dis-
tress alert was transmitted; 

(3) Tune for radiotelephony on the 
distress and safety frequency in each 
band in which a false distress alert was 
transmitted; and 

(4) Transmit a broadcast message to 
‘‘All stations’’ giving the ship’s name, 
call sign or registration number, and 
MMSI, and cancel the false distress 
alert frequency in each band in which a 
false distress alert was transmitted. 

(d) INMARSAT ship earth station. 
Immediately notify the appropriate 
rescue coordination center that the 
alert is cancelled by sending a distress 
priority message by way of the same 
land earth station through which the 
false distress alert was sent. Provide 
ship name, call sign or registration 
number, and INMARSAT identity with 
the cancelled alert message. 

(e) EPIRB. If for any reason an 
EPIRB is activated inadvertently, im-
mediately contact the nearest U.S. 
Coast Guard unit or appropriate rescue 
coordination center by telephone, radio 
or ship earth station and cancel the 
distress alert. 

(f) General and other distress alert-
ing systems. Notwithstanding para-
graphs (a) through (e) of this section, 
ships may use additional appropriate 
means available to them to inform the 
nearest appropriate U.S. Coast Guard 
rescue coordination center that a false 

distress alert has been transmitted and 
should be cancelled.

EFFECTIVE DATE NOTE: At 68 FR 46968, Aug. 
7, 2003, § 80.335 was added effective October 6, 
2003

Subpart H—Frequencies

RADIOTELEGRAPHY

§ 80.351 Scope. 

The following sections describe the 
carrier frequencies and general uses of 
radiotelegraphy with respect to the fol-
lowing:

—Distress, urgency, safety, call and reply. 
—Working. 
—Digital selective calling (DSC). 
—Narrow-band direct-printing (NB–DP). 
—Facsimile.

§ 80.353 General uses—radio-
telegraphy.

(a) Unless otherwise indicated radio-
telegraphy may be used by ship and 
public coast stations only. 

(b) The signal code for Morse teleg-
raphy must be the international Morse 
code signals specified in the Telegraph 
Regulations annexed to the Inter-
national Telecommunication Conven-
tion. 

(c) To facilitate communications, 
ship stations transmitting by means of 
radiotelegraphy must use the service 
abbreviations (‘‘Q’’ signals) listed in 
Appendix 14 to the ITU Radio Regula-
tions whenever practicable. 

(d) In order to reduce interference 
stations must attempt to select calling 
frequencies which provide the most fa-
vorable propagational characteristics 
for effecting reliable communications. 

(e) Coast stations may apply to use 
for telegraphy communications any ad-
ditional coast station frequencies that 
are allocated for such communications 
in the 10–27500 kHz band that are not 
listed in this part. See the Table of 
Frequency allocations in § 2.106 of this 
chapter. The use of such frequencies 
will be authorized initially with a six 
month provisional period. 

(f) Radiotelegraphy stations commu-
nicating with a Government station 
may transmit on a Government fre-
quency when authorized to do so by the 
Government station or agency if the 
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